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Introduction

 The commercial success of PV is based on long term
reliability and safety of the deployed PV modules.

 Today most PV modules are warranted for 25 years
with a maximum allowable degradation rate of
0.8%/year.
 These modules are typically qualified/certified to:
= |[EC 61215 for Crystalline Silicon Modules
= |EC 61646 for Thin Film Modules
= |EC 62108 for CPV Modules
* These qualification tests do an excellent job of

identifying design, materials and process flaws that
could lead to premature field failures.
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Introduction (Continued)

 What we would really like is to have a set of
tests that we could perform on the modules
that would predict their long term field
performance.

* Such a set of tests does not exist today.
* That was a major reason for the formation of

International PV QA Task Force
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Goals of Talk

* Try to describe the relationships between
o Field test results
o Accelerated stress tests
o Qualification tests

* Will try to do this in the logical manner that they
developed in PV.

* Define HAST Tests and explain why PV seldom
uses this approach.

e Summarize the International PV Module QA Task
Force
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What is our overall goal

* To evaluate the long term performance of PV modules in a
variety of terrestrial climates.

* Really should use outdoor performance data to do this.

 However, none of us wants to wait 25 years to determine
if a particular module type is going to have a 25 year
lifetime.

 Therefore, we use accelerated stress tests to try to predict
what is going to happen outdoors.

 These accelerated stress tests are based on duplicating the
failure modes observed in the field.

* The first step in this process is to identify the various field
failures that have been observed for different types of PV
modules.
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HISTORY OF FIELD FAILURES for Cry-Si

* Broken interconnects

* Broken cells

* Corrosion of cells, metals and connectors

* Delamination/loss of adhesion between layers

* Loss of elastomeric properties of encapsulant or backsheet
* Encapsulant discoloration

* Solder bond failures

* Broken glass

* Glass corrosion

* Hot Spots

e Ground faults due to breakdown of insulation package
* Junction box and module connection failures

e Structural failures

* Bypass Diode failures

* Open circuiting leading to arcing

* Potential Induced Degradation
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Examples of Field Failures

Broken Cells

Broken Interconnects

Corrosion
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Additional Failure Modes for Thin Film Modules

* Electro-chemical corrosion of TCO.
* Light Induced Degradation

* Inadequate Edge Deletion

* Shunts at laser scribes

* Shunts at impurities in films

Diffusion of metals from contacts through the
junction

NATIONAL RENEWABLE ENERGY LABORATORY .



Additional Field Failures for Thin Films

Electro-Chemical Corrosion of TF Module
From Neelkanth Dhere, FSEC Broken Glass Leading to Corrosion
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Additional Failure Modes for CPV Modules

— Tracker misalighment
— Tracker failures
— High current densities leading to overheating

— Rapid and numerous thermal cycles stressing the
cell to substrate bond

— UV degradation of optics
— Moisture condensing with optical package

— Overheating of the encapsulant due to UV
darkening

NATIONAL RENEWABLE ENERGY LABORATORY 0



Additional Failures for CPV
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Progression of IR images illustrating die-attach cracking
through thermal cycling from Nick Bosco, NREL
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Developing Accelerated Stress Tests

* Need to look at each of the failure modes and try to determine what
stress or stresses in terrestrial environment caused the failure.

e Wasit?

Operation at high temperature

Changes in temperature due to diurnal variations or clouds

High humidity

Wind or snow loading

UV exposure

Or maybe a combination of several or all of the above or something else.

* Once the driving force for the failure mode has been identified we can
then try to accelerate that stress to cause the failure to occur in a shorter
time period.

* Some examples

o Operate at higher temperature
o Cycle temperature quickly
o Use higher humidity and temperature than seen in the field

O 0O 0O 0O O O
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Some Rules Governing our ASTs

* In developing accelerated stress tests (AST) we
must cause degradation.

* The degradation occurring in the AST must be
due to the same failure mechanism we saw
outdoors.

 Because the AST is causing the same failure
there is a chance that we can extrapolate the
test date to provide a lifetime prediction for this
one failure mode.

* The 35 years of PV history with ASTs has given
us a good background to build on.

NATIONAL RENEWABLE ENERGY LABORATORY



Accelerated Stress Tests

Thermal Cycles

Damp Heat

Humidity Freeze

Broken interconnect

Broken cells

Electrical bond failure

Junction box adhesion

Module open circuit — potential for arcing

Corrosion

Delamination

Encapsulant loss of adhesion & elasticity
Junction box adhesion

Electrochemical corrosion of TCO
Inadequate edge deletion

Potential Induced Degradation

Delamination

Junction box adhesion
Inadequate edge deletion
Insufficiently cured encapsulant

Cry-Si & CPV
Cry-Si & CPV
All
All
All

All
All
All
All
TF
TF
Cry-Si & TF

All
All
TF
All




Accelerated Stress Tests for PV (cont)

UV Test

Static Mechanical
Load

(Simulation of wind
and snow load)

Dynamic Mechanical
Load

Delamination
Encapsulant loss of adhesion & elasticity
Encapsulant & backsheet discoloration

Ground fault due to backsheet degradation
Degradation of Optics

Structural failures

Broken glass

Broken interconnect ribbons
Broken Cells

Electrical bond failures

Broken glass

Broken interconnect ribbons
Broken Cells

Electrical bond failures

All

All

Cry-Si, some
CPV & TF
Cry-Si & TF
CPV

All

Cry-Si & TF
All

Cry-Si & CPV
All

Cry-Si & TF
All

Cry-Si & CPV
All
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Accelerated Stress Tests for PV (cont)

Hot spot test Hot spots All
Shunts in cells or at scribe lines All & TF
Inadequate by-pass diode protection All

Hail Test Broken glass Cry-Si & TF
Broken cells Cry-Si
Broken Optics CPV

By-pass Diode Thermal Test By-pass diode failures All

Overheating of diode causing degradation All
of encapsulant, backsheet or junction box

Salt Spray Corrosion due to salt water & salt mist All
Corrosion due to salt used for snow and ice All
removal
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Qualification tests

Qualification tests are a set of well defined accelerated
stress tests developed out of a reliability program.

* They utilize accelerated stress tests to duplicate failure
modes observed in the field.

* They incorporate strict pass/fail criteria.

* The stress levels and durations are limited so the tests
can be completed within a reasonable amount of time and
cost.

* The goal for Qualification testing is that a significant
number of commercial modules will pass.

(If not there will be no commercial market.)

 Qualifies the design and helps to eliminate infant
mortality
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Passing IEC 61215, IEC 61646 or IEC 62108

So what does it mean if a module type is qualified to
IEC 61215, IEC 61646 or IEC 621087

* Passing the qualification test means the product has
met a specific set of requirements.

 Those that have passed the qualification test are
much more likely to survive in the field and not have
design flaws that lead to infant mortality.

* Most of today’s commercial modules pass the
qualification sequence with minimum change,
meaning the qualification tests do not provide a
means of rankings within the group that has passed
the requirements.
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How Successful are the Qualification Tests?

* They must be fairly successful because the PV industry has been growing
rapidly.
* Reports of Field Failures/ Warranty Returns:

v Whipple reported on 10 years of field results in 1993 (using data
from Rosenthal, Thomas and Durand) that
* Pre-Block V modules suffered from 45% field failure rate
* Post- Block V modules suffered from < 0.1% field failure rate
v Hibberd from 2011 PVMRW - 125,000 modules from 11 different

module manufacturers deployed for up to 5 years with only 6 module
failures. (0.005%)

v' Wohlgemuth et. al. from 20t EU PVSEC — Solarex/BP Solar multi-
crystalline Si modules deployed from 1994-2005 with 0.13% warranty
return rate (1 failure every 4200 module years of operation)

v' Wohlgemuth et. al. from 23" EU PVSEC — Solarex/BP Solar multi-
crystalline Si modules from 2005 onward with an annual return rate of
0.01%
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Limitations of Qualification Tests

By design the qualification tests have limitations.

They were designed to identify early infant mortality
problems, but not to:

Identify and quantify wear-out mechanisms

Address failure mechanisms for all climates and system
configurations

» Differentiate between products that may have long and short
lifetimes

 Address all failure mechanisms in all module designs
* Quantify lifetime for different applications or climates.
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HAST Tests

 What are HAST Tests?
— Highly Accelerated Stress Tests

* How is HAST used?

— To identify design and component weaknesses by exposing
the product to increasing stress until failure occurs.

— To increase margin of strength of design, not to predict
gualitative lifetime or reliability of product

 Examples of HAST.

— Temperatures > 100 °C with > 1 atmosphere of pressure at
100% RH

— Rapid thermal cycling (to > 85 °C) plus high vibration levels
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So what tests do we use in PV?

* Field results are used to guide AST but take too
long to be PV’s main reliability tool.

* Accelerated stress tests are the main research
tests used in PV.
o Trying to duplicate field failures
* Qualification tests are the main commercial
tests used in PV.

o Looking for design/infant mortality issues that have
been observed in the field.

* For PV modules HAST is seldom used:

o In PV we are trying to reduce the cost not make
product robust to failures not observed in the field.
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International PV Module QA Task Force

e ~ 150 of us met in July, 2011 in San Francisco
* Prepared Goals on next page

* Chartered first 6 Task Groups

o Group 1 — Guideline for PV Module Manufacturing QA so
modules are made correctly

o Groups 2 to 5 —Selected 4 sets of stresses that were
judged to cause the most field failures in Cry-Si modules.
2. Thermal cycling and mechanical fatigue
3. Humidity, temperature and voltage
4. Diodes, shading and reverse bias
5. UV (light), temperature and humidity

o Group 6 —How to organize and communicate the
proposed QA rating system
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International PV Module QA Task Force

Goals of International PV QA Task Force:

1. To develop a QA rating system that provides
comparative information about the relative durability
of PV modules to a variety of stresses as a useful
tool to PV customers and as a starting point for
improving the accuracy of quantitative PV lifetime
predictions.

1) Compare module designs

2) Provide a basis for manufacturers’ warranties

3) Provide investors with confidence in their investments
4) Provide data for setting insurance rates

2. Create a guideline for factory inspections of the QA
system used during manufacturing.
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PV QA Task Force

Task Group 1: Guideline for Manufacturing
Consistency

Task Group 2: Thermal and mechanical fatigue
including vibration

Task Group 3: Humidity, temperature, and voltage
Task Group 4: Diodes, shading and reverse bias
Task Group 5: UV, temperature and humidity

Task Group 6: Communication of PV QA ratings to the
community

Task Group 7: Wind and Snow Loading (New group)
Task Group 8: Thin Film PV (New group)
Task Group 9: CPV (New group)
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Testing for Wear-out. What groups 2-5 are doing

 Determine which accelerated stress test or combination of
accelerated stress tests best duplicates a failure seen in the field.

e Study each failure mode to determine what parameter or
parameters in the field exposure are most responsible for the
phenomena - Is it temperature, humidity, light exposure, change
in temperature, vibration or combinations of the above?

* Perform experiments or use published data to determine the
reaction rate of the failure mechanism.

* Model the system to determine the equivalence between the
accelerated stress test(s) and field performance.

* Use model to predict results at some different stress level.
* Perform experiments to validate model.

* Propose test for wear-out based on selected climates around the
world.
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Summary

* Accelerated stress testing beyond the
qualification test levels is necessary to
predict PV module wear-out.

* Development of such tests requires
understanding the science behind the
observed failure modes.

* This effort is now underway as part of the PV
Module QA Task Force, involving hundreds of
people around the world.

NATIONAL RENEWABLE ENERGY LABORATORY




	Accelerated Stress Testing, Qualification
Testing, HAST, Field Experience – what
do they all mean?
	Introduction
	Introduction (Continued)
	Goals of Talk
	What is our overall goal
	HISTORY OF FIELD FAILURES for Cry-Si
	Examples of Field Failures
	Additional Failure Modes for Thin Film Modules
	Additional Field Failures for Thin Films
	Additional Failure Modes for CPV Modules
	Additional Failures for CPV
	Developing Accelerated Stress Tests
	Some Rules Governing our ASTs
	Accelerated Stress Tests 
	Accelerated Stress Tests for PV (cont)
	Accelerated Stress Tests for PV (cont)
	Qualification tests
	Passing IEC 61215, IEC 61646 or IEC 62108 
	How Successful are the Qualification Tests?
	Limitations of Qualification Tests
	HAST Tests
	So what tests do we use in PV?
	International PV Module QA Task Force
	International PV Module QA Task Force
	PV QA Task Force 
	Testing for Wear-out.  What groups 2-5 are doing
	Summary


<<

  /ASCII85EncodePages false

  /AllowPSXObjects true

  /AllowTransparency false

  /AlwaysEmbed [

    true

  ]

  /AntiAliasColorImages false

  /AntiAliasGrayImages false

  /AntiAliasMonoImages false

  /AutoFilterColorImages true

  /AutoFilterGrayImages true

  /AutoPositionEPSFiles true

  /AutoRotatePages /PageByPage

  /Binding /Left

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /CalGrayProfile (Gray Gamma 2.2)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Warning

  /CheckCompliance [

    /None

  ]

  /ColorACSImageDict <<

    /HSamples [

      2

      1

      1

      2

    ]

    /QFactor 0.76000

    /VSamples [

      2

      1

      1

      2

    ]

  >>

  /ColorConversionStrategy /LeaveColorUnchanged

  /ColorImageAutoFilterStrategy /JPEG

  /ColorImageDepth -1

  /ColorImageDict <<

    /HSamples [

      2

      1

      1

      2

    ]

    /QFactor 0.76000

    /VSamples [

      2

      1

      1

      2

    ]

  >>

  /ColorImageDownsampleThreshold 1.50000

  /ColorImageDownsampleType /Bicubic

  /ColorImageFilter /DCTEncode

  /ColorImageMinDownsampleDepth 1

  /ColorImageMinResolution 150

  /ColorImageMinResolutionPolicy /OK

  /ColorImageResolution 150

  /ColorSettingsFile ()

  /CompatibilityLevel 1.7

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /CreateJDFFile false

  /CreateJobTicket false

  /CropColorImages false

  /CropGrayImages false

  /CropMonoImages false

  /DSCReportingLevel 0

  /DefaultRenderingIntent /Default

  /Description <<

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /DAN <>

    /DEU <>

    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

    /ESP <>

    /FRA <>

    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)

    /JPN <>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /PTB <>

    /SUO <>

    /SVE <>

  >>

  /DetectBlends true

  /DetectCurves 0.10000

  /DoThumbnails false

  /DownsampleColorImages true

  /DownsampleGrayImages true

  /DownsampleMonoImages true

  /EmbedAllFonts true

  /EmbedJobOptions true

  /EmbedOpenType false

  /EmitDSCWarnings false

  /EncodeColorImages true

  /EncodeGrayImages true

  /EncodeMonoImages true

  /EndPage -1

  /GrayACSImageDict <<

    /HSamples [

      2

      1

      1

      2

    ]

    /QFactor 0.76000

    /VSamples [

      2

      1

      1

      2

    ]

  >>

  /GrayImageAutoFilterStrategy /JPEG

  /GrayImageDepth -1

  /GrayImageDict <<

    /HSamples [

      2

      1

      1

      2

    ]

    /QFactor 0.76000

    /VSamples [

      2

      1

      1

      2

    ]

  >>

  /GrayImageDownsampleThreshold 1.50000

  /GrayImageDownsampleType /Bicubic

  /GrayImageFilter /DCTEncode

  /GrayImageMinDownsampleDepth 2

  /GrayImageMinResolution 150

  /GrayImageMinResolutionPolicy /OK

  /GrayImageResolution 150

  /ImageMemory 1048576

  /JPEG2000ColorACSImageDict <<

    /Quality 15

    /TileHeight 256

    /TileWidth 256

  >>

  /JPEG2000ColorImageDict <<

    /Quality 15

    /TileHeight 256

    /TileWidth 256

  >>

  /JPEG2000GrayACSImageDict <<

    /Quality 15

    /TileHeight 256

    /TileWidth 256

  >>

  /JPEG2000GrayImageDict <<

    /Quality 15

    /TileHeight 256

    /TileWidth 256

  >>

  /LockDistillerParams false

  /MaxSubsetPct 100

  /MonoImageDepth -1

  /MonoImageDict <<

    /K -1

  >>

  /MonoImageDownsampleThreshold 1.50000

  /MonoImageDownsampleType /Bicubic

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /MonoImageResolution 1200

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /NeverEmbed [

    true

  ]

  /OPM 1

  /Optimize true

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AllowImageBreaks true

      /AllowTableBreaks true

      /ExpandPage false

      /HonorBaseURL true

      /HonorRolloverEffect false

      /IgnoreHTMLPageBreaks false

      /IncludeHeaderFooter false

      /MarginOffset [

        0

        0

        0

        0

      ]

      /MetadataAuthor ()

      /MetadataKeywords ()

      /MetadataSubject ()

      /MetadataTitle ()

      /MetricPageSize [

        0

        0

      ]

      /MetricUnit /inch

      /MobileCompatible 0

      /Namespace [

        (Adobe)

        (GoLive)

        (8.0)

      ]

      /OpenZoomToHTMLFontSize false

      /PageOrientation /Portrait

      /RemoveBackground false

      /ShrinkContent true

      /TreatColorsAs /MainMonitorColors

      /UseEmbeddedProfiles false

      /UseHTMLTitleAsMetadata true

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /BleedOffset [

        0

        0

        0

        0

      ]

      /ConvertColors /NoConversion

      /DestinationProfileName (U.S. Web Coated \050SWOP\051 v2)

      /DestinationProfileSelector /UseName

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements true

      /GenerateStructure true

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles true

      /MarksOffset 6

      /MarksWeight 0.25000

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /UseName

      /PageMarksFile /RomanDefault

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /LeaveUntagged

      /UseDocumentBleed false

    >>

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXBleedBoxToTrimBoxOffset [

    0

    0

    0

    0

  ]

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXOutputCondition ()

  /PDFXOutputConditionIdentifier (CGATS TR 001)

  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)

  /PDFXRegistryName (http://www.color.org)

  /PDFXSetBleedBoxToMediaBox true

  /PDFXTrapped /False

  /PDFXTrimBoxToMediaBoxOffset [

    0

    0

    0

    0

  ]

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /ParseICCProfilesInComments true

  /PassThroughJPEGImages true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo false

  /PreserveFlatness false

  /PreserveHalftoneInfo false

  /PreserveOPIComments false

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Remove

  /UsePrologue false

  /sRGBProfile (sRGB IEC61966-2.1)

>> setdistillerparams

<<

  /HWResolution [600 600]

  /PageSize [612.000 792.000]

>> setpagedevice





